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1. Structure and Outline
1.1. Structure
DMT-DD consists of
*Setting Tool (Touch Screen Properties)
*Configuration Files
Driver
1.2. Outline
System Outline
DMT-DD provides the functions necessary to operate a touch screen.
The functions are
«Install and Uninstall of the touch screen driver
*Configuration of the touch screen driver
*Monitoring of the touch screen driver
All the settings can be configured with this tool.
1.3. Remarks
(1) The DMT-DD is for our touch-panel controller series. It is not intended for operation with the other
touch-panel controllers and the products similar to them.
(2) For how to use DMT-DD, read this guide well. Do not use any other methods with the DMT-DD
software.
(3) DMT-DD is not intended for the model of computer and operating system other than the supported
ones.
(4) Avoid using this software with other mouse emulation software or with similar functions installed. In
such a problematic environment the software may malfunction.
(5) When the previous version is already installed, please be sure to install this software after
uninstalling it. If overwrite installation is carried out, the software may malfunction.
(6) DMC will not be liable for any loss caused by the use/install of this software. Please back up your

system beforehand.
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2. System Requirements
2.1. System Configuration
(1) OS
Windows XP/7/8/8.1/10 32bit / 64bit Home or greater Editions

(Note) System-builder version of Windows 8/8.1/10 is not supported.

The driver may not be installed into Windows10 version 1607 or greater version.
(correction is being planned.)

(2) Connection Interface
USB / Serial

(3) Monitor
Multi-display supported,
(Note) If TSC controller is to be used in a multi-display environment, the OS needs to be

Windows7 or greater versions.

2.2. Install Prerequisites

(1) Software
.Net Framework3.5 must be pre-installed.

(2) Hard Disk
Approximately 10MB of free space + data file capacity.
The install destination will be as below.

32bit: System drive ¥ Program Files¥ DMT-DD
64bit: System drive ¥ Program Files(x86)¥ DMT-DD

2.3. Applied controllers

Controller VID / PID Connection
DUS series (FW-Ver7) OxOAFA / Ox07D2
DUS series (FW-Ver8) Ox0AFA / 0x07D3
DUSXx100 series OXOAFA / 0x07D5
OxOAFA / OXO3EC USB / Serial
MTR seri Ox0AFA / 0x03ED
seres OXOAFA / OX03EE
OxOAFA / OxXO3EF
TSC series OxOAFA / Ox03E8

Refer to DMC website for details of each controller.

http://www.dmccoltd.com/english/
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2.4. Remarks

(1) Touch input on multi-monitor under Windows7 environment requires the graphics driver to be
WDDML1.0 or greater version and support DirectX9.

(2) Operation will be single-touch mouse input under Windows XP.

(3) [Limited Touch Support] will be indicated in the [System] screen under an Windows8/8.1/10
environment.
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3. Install

*Do not connect the touch controller via USB cable during install.
Double-click [DMT-DDSetup.msi].
Setup wizard will start. Click [Next] for install.

y o DMT-DD

Welcome to the DMT-DD Setup Wizard

The inztaller will guide you through the steps required ta install DMT-DD on vour computer.

WARMIMNG: Thiz computer program is protected by copyright law and international freaties.
Unauthonzed duplication ar distribution of thiz program, or any portion of it, may result in severe civil
or criminal penalties, and will be prozecuted bo the maximum extent pozsible under the law.

Cancel < Back

Read the License Agreement and select [| Agree], then click [Next].

y o DMT-DD

License Agreement

Pleaze take a moment to read the license agreement now. |F vou accept the terms below, click |
Agree", then "Mext”. Othenwize click "Cancel".

Copyright h
The copyright of this software belong to OMC Co, Lid.

License
The user is licensed to use this software and the associated
documents on computers that user has the authorization to use.

Terms of Use
Reverse engineering, discompilation and disassembling this
software is prohibited. Copying this software is permitted, v

()] Do Mot Agree

Cancel < Back
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;o DMT-DD

Confirm Installation

The inztaller iz ready to inztall DMT-DD on your computer.

Click "Mext" to start the ingtallation.

Cancel ¢ Back

;o DMT-DD

Installing DMT-DD

DMT-DD iz being instaled.

Pleaze wait...

¢ Back Memut =
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The dialog below may appear several times during the installation.

Windows?7 or upward OS
Windows Security

Would you like to install this device software?

A Mame; DMC Human Interface Devices
&;ﬁ Publisher: DMC Co., Ltd

Don't Install

@' You should only install driver software from publishers you trust. How can |
decide which device software is safe to install?

Install

[] iAlways trust software from "DMC Co., Ltd"(

Click [Install]

WindowsXP

Hardware Installation E

|| } The software you are installing for this hardware:
.

has not passed Windows Logo testing to verify its compatibility

with Windows XP. [Tell me why this testing is important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

LContinue Anyway STOP Installation :

Click [Continue]
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;o DMT-DD - 0O R

Installation Complete

DMT-DD haz been succesziully installed.

Click "Cloze" to exit.

Pleaze use Windows Update to check for any critical updates to the MET Framewark.

Cancel

Once install is completed, click [Close].

Install is completed at this point.
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Uninstall

Double-click [DMT-DDSetup.msi].
Menu for repairing/removing DMT-DD.msi. will appear.
Select [Remove DMT-DD], and click the [Finish] button.

*Uninstall may falil if resident function is enabled. Make sure to disable the resident function

before uninstalling.

y o DMT-DD

Welcome to the DMT-DD Setup Wizard

Select whether you want to repair or remove DMT-DD.

() Bepair DMT-DD

Cancel

(Note) If you uninstall DMT-DD, the installed driver will be uninstalled automatically.

(Note) If uninstall failed, try uninstallation again after executing [Repair DMT-DD].
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;o DMT-DD

Removing DMT-DD

DMT-DD i being removed.

Pleaze wait...

¢ Back Memut =

;o DMT-DD

Installation Complete

DMT-DD haz been succesziully removed.

Click "Cloze" to exit.

Cancel

Once uninstall is completed, click [Close].
Uninstall is completed at this point.
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5. Start-up of Touch Screen Driver Setting Tool

If install was successful, shortcut for [DMT-DD] will be created on the desktop.

“
@

DMT-DD

Either double-click the shortcut or execute it from the program file.
32bit: [System Drive ¥ Program Files ¥ DMT-DD ¥ bin ¥ DMT-DD.exe].

64bit: [System Drive ¥ Program Files(x86) ¥ DMT-DD ¥ bin ¥ DMT-DD.exe]

*Windows7 or upward OS

The setting tool requires administrative privilege will be required because it will install the
driver. In some settings of UAC (User Account Control), the dialog like below will appear. If
such dialog appeared, click [Yes].

=] User Account Control

@] Do you want to allow the following program to make

" changes to this computer?

% Program name:  DMT-DD
= Verified publisher: DMC Co., Ltd
File origin: Hard drive on this computer

(%) Show details

Change when these notifications appear

Once start-up is completed, the Device Addition screen will appear.

- Touch Screen Properties - B
Device Addition Touch Panel Device List
Bazic Setting ~ l (
USB Port COM Port
Touch Panel (COM3)
Touch Setting Contraler Unconnected
Mouse Setting
Tool Setting
. Monitor
Wi Ufraktio configuration
Exit
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6. Setup Procedures of Touch Screen Driver

6.1. Procedures to operate the touch screen driver
To use the touch screen driver, the below procedures are required in each screen.
Refer to the corresponding pages in this manual for details of the operation methods for

each step.

1. Driver Install (refer to [7-2. Install])
Perform installation in the Device Addition screen.
2. Configuration File Selection (refer to [8-6. Configuration File])
Select a configuration file in the Basic Setting screen.
*The default input mode after driver installation is touch input.
3. Touch Screen Composition (refer to [7-4. Monitor Configuration])

Execute [Monitor configuration] in the Device Addition screen.

The windows setup below is necessary for touch input under Windows7 or upward OS

environment.
*If the monitor is replaced by another one, execute [Monitor configuration] again.
Switching the connection of a USB or COM port to another port also requires execution of

[Monitor configuration].

4. TabletPC Setting (refer to [9-1. Touch Screen Configuration])
Open Tablet PC Settings from Touch Setting screen, and execute [Setup] under Configure.

*This procedure is not necessary for mouse input.

Once the installation is completed successfully, the icon of touch screen driver, its connection

method, and ID will appear.

- Touch Screen Properties = =
Device Addition Touch Panel Device List Dizabled COM port search [
Basic Setting “.-l ’
COM Port
(COM3)

Touch Setting Unconnected

Mouze Setting

Tool Setting

. Monitor B
Lizt Update e Uninztall
Exit
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7. Device Addition

7.1. Touch Panel Device List

The connected USB touch screen controller and/or connectable COM port will be indicated.

= Touch Screen Properties = B
Device Addition Tauch Panel Device List Dizabled COM part search [
Bazic Setting -~ l ":-I '
USB Port COM Port
Touch Panel (ZOMa
Touch Settine Controler Unconnected
Mouze Setting
Tool Setting
. Monitor
List Update configuration
Exit

The connected DUS touch screen controller, connectable COM port, and installed driver will

appear in icons.

The list will be automatically updated at connecting/disconnecting of the USB touch screen

controller.

There will be no automatic update during install and uninstall.

The list can be updated manually as well, by clicking the [List Update] button.

*The distance between the icons depends on the OS setting of icon distance.
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The icons to appear on the Touch Panel Device List are as below.

Icon

Connection Type

Note

.

USB Port

Touch Panel
Contraler

usB

This icon will not appear if a driver is
already installed.

X

COM Port

(COM1)
Unconnected

COM Port
VCP Port

This icon will not appear if a driver is
already installed.

4

TP Driver
(USE)
1D:1

Installed Driver
USB driver

This icon indicates that a driver is already
installed on the touch screen connected
via USB.

4

TP Driver
{(ComMx)
1D:1

Installed Driver
COM driver

This icon indicates that a driver is already
installed on the touch screen connected
via USB, COM, or VCP.
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7.2. Install

This section is about installing the touch screen driver.

Follow the procedures below for installation.

Connect the touch screen before starting installation.
*If DMT-DD is installed, connection is USB, and the OS is Windows7 or later versions, the driver
will be installed automatically once the controller is connected.

1. Select the device intended to be installed.

- Touch Screen Properties - O
Device Addition Touch Panel Device List Dizabled COM port zearch [
Basic Setting “‘.-l ’
COM Port
(S0M3)

Touch Setting Unconnected

Mouze Setting

Tool Setting

. Maonitor
Lizt Update configuration Install
Exit

Select the device from the Touch Panel Device List for install, and click [install].
Or touch the touch screen you intend to install. The controller connected to the touched

touch screen will be selected.

The installable devices are as below.

Controller VID / PID Connection
DUS series (FW-Ver7) OxO0AFA / 0x07D2
DUS series (FW-Ver8) OxO0AFA / 0x07D3
DUSXx100 series OXOAFA / 0x07D5
MTR series OxOAFA / OXO3ED
OxO0AFA / OX03EE
OXOAFA / OXO3EF
TSC series OXOAFA / OXO3ES8
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In case of serial connection, install cannot be started if connection with the controller is not

recognized when the [Install] button is clicked.

Install

I h Please check device connections,

Ok
2. The confirmation dialog will appear. Select [Yes].
Install
o Do you want to start install?
Yes Mo
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3. The dialog below will appear at the initial install.

Windows7 or above

Select [Install].

Windows Security

Would you like to install this device software?

A Mame; DMC Human Interface Devices
&;ﬁ Publisher: DMC Co., Ltd

[ Always trust software from "DMC Co,, Ltd". In=tall Don't Install

fg' You should only install driver software from publishers you trust. How can |
decide which device software is safe to install?

WindowsXP
Select [Continue Anyway].

Hardware Installation E

! E The software you are installing for this hardware:
.

has not passed Windows Logo testing to verify its compatibility

with Windows XP. [Tell me why this testing is important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

The screen above may appear several times. Click [Continue Anyway] each time.
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Under WindowsXP environment, the screen below may appear during install.

The install will be performed automatically. Do not click anything.

Hardware Update Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install software for:

HID-compliant device

') If your hardware came with an installation CD
<4” or floppy disk. insert it now.

What do you want the wizard to do?

® Install the software automatically (Recommended)
O Install from a list or specific location [4dvanced)

Click Next to continue.

< Back ][ Nexst > ][ Cancel ]

4. Install will begin, and the indication below will appear. Please wait for a while.

Install

Ihstall has started.

Please wait for a while.

5. Device will be checked once install is completed. Please wait for a while.

Install

Scan for hardware change has started.

Please wait for a while.
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6. Once install is completed, the dialog below will appear. Click OK.

Install

Install has been completed.

Please restart the PC.

QK
7. Install completion
Touch Screen Properties - =

Device Addition Touch Panel Device List
Bazic Setting Q (

TP Driver COM Port

(USE) oM

Tauch Setting 101 Unconnected

Mouze Setting

Tool Setting

Manitor

Lizt Update configuration

Exit

Once install is completed, [TP Driver] will appear in the [Touch Panel Device List].

Restart the PC after the install completion.

The install is completed at this point.

(Note) As to Windows10, although when DUS or MTR is connected, operation will be

single-touch unless PC is rebooted.
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7.3. Uninstall

Uninstall the touch screen driver, and install Windows standard driver.
Follow the steps below for uninstall.
1. Select the device intended to be uninstalled.

- Touch Screen Properties - O

Device Addition Touch Panel Device List

Basic Setting
COM Port
(SOMz)
Touch Setting Unconnected

Mouze Setting

Tool Setting

Monitor

configuration Uninstall

Lizt Update
Exit

Select the driver icon on the [Touch Panel Device List], and click [Uninstall].
Or touch the touch screen you intend to uninstall. The driver software related with the touched
touch screen will be selected.

<Note>

mHow to uninstall the driver for TSC controller used via USB communication

USB connection driver for TSC controller cannot be uninstalled from the setting tool “Touch Screen
Properties”. (Even if driver uninstallation is conducted, the same touch driver will be reinstalled by PnP

of the USB cable because Windows has no standard driver for the TSC controller).

If you wish to uninstall the driver, uninstall the whole DMT-DD from Windows “Control Panel”. TSC

driver will be uninstalled once DMT-DD is uninstalled.
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2. The confirmation dialog will appear. Select [Yes].

Uninstall
o Do you want to start uninstall?
Yes Mo

3. The device is being uninstalled. Wait for a while.

Uninstall

Urinstall has started.

Pleaze wait far a while.

4. Uninstall has been completed. The device is being checked. Wait for a while.

Uninstall

Scan for hardware change haz started.

Pleaze wait far a while.

5. Uninstall has been completed. Click [OK] and restart the PC.

Uninstall

Uninstall has been completed.

Pleasze restart the PC.

0K

Uninstall is completed at this point.
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7.4. Monitor Configuration

This function needs to be executed if mouse operation under multi-monitor environment is needed.

1. Click the Monitor configuration button in the Device Addition screen.

2. The screen like below will appear, starting on the leftmost monitor to another.

3. Tap the touch screen on this screen twice.

4. The touched touch screen will be indicated on the screen

5. Once the setting for the current monitor is completed, press [Enter].
If there are multiple monitors, the screen on the procedure2 will appear on the next onitor.
6. Once pressing [Enter] on the last monitor, the setting is completed.

Press ESC if you want to cancel in the middle.
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7.5. Disablement of COM Port Search

- Touch Screen Properties - =
Device Addition Touch Panel Device List Dizabled COM port zearch [
Bazic Setting (
COM Port
(COmM3)
Touch Setting Unconnected

Mouze Setting

Tool Setting

Maonitor

configuration Uninstall

Lizt Update
Exit

mDjsabled COM port search

When [Disabled COM port search] is checked, the driver will not search for touch controllers connected
to the COM ports. When unchecked, the driver will send a command to each COM port, and confirm
the connection of a touch controller if there is a reply to the sent command.

Driver for COM port cannot be installed if [Disabled COM port search] is checked.

Default: Unchecked.
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8. Basic Setting

Device Addition

Touch Screen Properties

Device Select

(LS B2

Basic Setting

<&

Touch Setting

Mouze Setting

Tool Setting

Exit

Software Setting | Touch Iput Setting | Touch Sound | Hardware Information | Configuration File

Software Setting
Raotation [deeree]

™0

o

Calibrate

4Paoint

Check.

futo Function

Cosn (27 [ #uto Rotation
Emtry
Timeout (zec)
(O]
YPaint ® Mone ()15 ) an ) GO
Reset EEPROM
[] Use EERPOM Entry

You may make settings and maintenance for the driver and controller individually.

Select the driver or touch screen controller from [Device Select]. Or touch the touch screen you intend

to configure settings on. The driver or touch screen controller related with the touched touch screen will

be selected.
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8.1. Software Setting

-

Device Addition

Touch Screen Properties - =

Device Select (LISBI:2

Basic Setting

<&

Touch Setting

Mouze Setting

Tool Setting

Exit

Software Setting | Touch Input Setting | Touch Sound | Hardware Information | Gonfieuration File

Software Setting

Raotation [desree] fiuto Function
w0 90 Cotan o O ar [] Auta Rotation
Entry
Calibrate
Timeout (zec)
-
Foint YPoint ® Mone ()15 _ a0 _ &0
Check Rezet EEPROM
[] U=e EERPOM Entry

You can configure settings on the driver or touch screen controller being selected.

eRotation

X-axis and Y-axis coordinates will be outputted in rotation of 0, 90, 180, and 270 degrees.
The default setting is [0 degree].

mAuto Rotation

If checked, Auto-rotation function performed by resident function will be enabled.

This function is for mouse operation only (refer to 8-6).

For more details, refer to the section 11.[Tool Setting] in this manual.

If “Auto-rotation” is checked when resident function is disabled, the following dialog will appear.

Resident function

o Resident function needs to be enabled.

oK Cancel

This function is not enabled by default.
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«Calibration

*Calibrate
Software calibration can be performed.
The software calibration will be necessary if MTR and/or TSC controller for a resistive
touch screen is used. The software calibration will adjust the touched points and cursor
positions.
The calibration data will be written into the registry. If [Use EEPROM] is checked, the

calibration data will be saved in the EEPROM on the touch controller.

Select the driver, then touch [4Ponit] or [9Point] under [Calibrate].
Setup of monitor configuration (and TabletPC Setting if touch input is necessary) needs

to be completed before executing this function.
*Reset
If you want to reset the calibration result, execute reset.
*Check

Calibration result can be checked. The ideal points will be indicated with blue while the

touched correction points will be indicated in red.

+- an

= v -

Press [Enter] to finish the check.
Note) If you want to perform calibration with this function, do not use the Windows standard
calibration function. If settings are already performed with Tablet PC Settings, reset is required

beforehand.

C Tablet PC Settings

Display | Other

Configure

Configure your pen and touch
displays.

Display options
Display: 1. Mabile PC Display ~

Details: Limited Touch Support

I@Ea‘ibratem o
Choose the order in which your screel i

Go to Orientation

OK. Cancel



«Calibration method

1. Execute [4Point] or [9Point] under [Calibrate] in Software Setting.

2. The calibration screen will appear on the monitor with the touch screen related with the
selected driver.

D

3. Touch the center on the marker on the screen. After it is touched, the next marker will appear.

Touch the markers as they appeatr.

4. After all the marks are touched, the calibration will be finished. The dialog below will appear.
Click [OK] t dth libration. ]
ick [OK] to end the calibration Caribrate

Calibrate completed

QK
*Time out (Sec)
Timeout is executed during 4 or 9 points calibration. Caribrate
Timeout period can be selected from among [15], [30], or [60]
seconds.
If the selected time period elapsed without touch operation, Terminated due to timeout

it will time out.

Click [OK] after timeout, or wait until another timeout period
elapsed. Then, it will return to the status before calibration.
*This configuration is common to all the touch screens.
Default setting is [None] (Timeout is not performed).

] 4
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*EEPROM

If the touch controller to be used has EEPROM, the calibration data can be saved into EEPROM. If
EEPROM is to be used, check [Use EEPROM] and click [Entry].

*If the touch controller does not have EEPROM, [Use EEPROM] will not appear.

Touch controller with EEPROM

EEPRCM
[] Use EERPOM

The correspondence table of the controllers and EEPROM

Entru

EEPROM iz not found.

Touch Controller without EEPROM

Controller | Connection | EEPROM 4p0|nt-(;allbrat|o 9-point calibration Check | Reset
UsSB x - - - -
DUS :
Serial x - - - -
USB o o a%*) o o
MTR :
Serial @ o A% o o
UsSB A% o o o o
TSC -
Serial ax] o o o o

*1 [Use EEPROM] will not appear if the controller does not have EEPROM.
*2 It depends on firmware versions that whether EEPROM is supported or not.

<Note>

Due to the specification of the touch controller, accurate location information may not be acquired
when direction of the touch screen is different from the one indicated in the drawing, and [Use

EEPROM] is checked.
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8.2. Touch Input Setting

= Touch Screen Properties -

Device Select (USEMD: 1

Software Setting | Touch Input Setting | Touch Sound | Hardware Setting | Hardware Information | 4|+

Device Addition

Basic Setting

Thput Setting
Touch Setting Touch Input Touch Form

Click Timire Touch Data Made

Mormal Mode ] Serial Mode W
Mouze Setting

Lift-off Delay

Tonl Setting Litt-off Delay
Dizable Blms 100m=
Touch Enabled Ihwerzion
Touch Enable [] Disable ¥ [JEnable ¥ []Enable
Entry
Exit

®Touch Input

Touch input setting of the driver selected on the combo box can be configured. After the

configuration is made, click [Entry].
¢ Click Timing

e Normal Mode

Touch down will cause touch down, touch up will cause touch up.

e Click at touch up
Click (touch down — touch up) will be caused at the timing of touch up.

Even for touch output (touch.mfd), the pointer will be changed to cursor.

e Click at touch down
Click (touch down — touch up) will be caused at the timing of touch down.

Even for touch output (touch.mfd), the pointer will be changed to cursor.
Default: Normal Mode

<Note> If [Click at touch up] or [Click at touch down] is selected, right click by long touch will

not work.
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e Touch Data Mode
Touch data mode of the driver selected in the combo box can be specified.
Once the setting is changed, click [Entry] after change is made.

Rebooting of PC is necessary after the settings were changed.

Touch Data Mode
Serial Mode
Touch data will be outputted in serial format.
Select this mode for Windows7/8/8.1.
Hybrid Mode
Touch data will be outputted in parallel format.

Select this mode for Windows10.

Default : [Serial Mode]

e Lift-off Delay

Delay time of touch-up notification by the driver can be specified.

Once a touching finger is lifted off, touch-up will be notified after the specified time is past.
Delay time can be disabled or specified by 10ms within the range from 10ms to 100ms.

Default: [Disable]

e Touch Enabled
Touch input can be disabled if checked.

This function is not enabled by default.

e X-axis Inversion
If enabled, X-axis coordinates will be inversely outputted at touches.

This function is not enabled by default

e Y-axis Inversion
If enabled, Y-axis coordinates will be inversely outputted at touches.

This function is not enabled by default
e Touch Enabled

Touch input can be disabled if checked.

This function is not enabled by default.
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8.3. Touch Sound

- Touch Screen Properties = B

Device Select (LSEND: 1

Device Addition

<&

Basic Setting

Software Setting | Touch Input Setting | Touch Sound | Hardware Setting | Hardware Information 4 | *

Touch Sound
Touch Setting

PlawTvpe
(® Dizable () Hardware () Software ) File
Mouze Setting
® At touch up At touch down Durine touch down
Tool Setting
o = T =
File
zelection
Exit Entry

Touch sound of the currently-selected driver can be configured. Click [Entry] after configuration.

=Play Type
eDisabled
No touch sound

eHardware

BEEP on the motherboard sounds.
*This function depends on the hardware.

e Software
BEEP sounds from the speaker.

oFile
Specified wav file will sound from the speaker.

= Sound Timing

e At touch up
Touch sound will be caused at the timing of touch up.

e At touch down
Touch sound will be caused at the timing of touch down.

e During touch down
Touch sound will be caused all through touch down.
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® Frequency (Hz)

Touch sound frequency can be configured.
The available frequency range is 37 Hz — 32767 Hz.
Default: 1000 Hz

mSound Duration [ms]

Touch sound duration can be configured.
The available duration range is 1 ms — 5000 ms.
Default: 55 ms

mName of the file to play
Path of the wav file to be played will be indicated.
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mFile selection (if Play Type is File)

Select the wav file to play.

1. Click the [File selection] button.

2. The dialog below will open.

L] Open
T i ¥ ThisPC » Local Disk (C:) » v O Search Local Disk (C:) el
Organize « Mew folder =~ [ @
~ Marme Date medified Type
1M This PC ) )
. Intel 11/26/2014 10:20 File folder
i Desktop p—_— - -
. PerfLogs 8/22/201312:50 AM  File folder
| Documents . _ . i
. Program Files 472272015 11:36 AM  File folder
& Downloads P - -
) . Users 10/8/2014 2:35 AM  File folder
ot Music ) 9 mn e .
o ; Windows 472272015 2:30 PM File folder
=| Pictures
& Videos
&y Local Disk (C:)
a Local Disk (D:)
—a Local Disk (E:)
—a Local Disk (F:)
—a Local Disk (H:)
v £ >
File name: || v| WAV wav:™ WAY) W

Select a [wav] file.

3. After the selection, path of the selected wav file will be indicated.

e

Device Addition

Bazic Setting

Touch Setting

Mouse Setting

Tool Setting

Exit

Touch Screen Properties

Cancel

(USBII0:2

Device Select

<

Software Setting | Touch Input Setting | Hardware Information | Configuration File

Touch Input
Glick Timing

MHaormal Mode Y]

Touch Sound

Play Type Saound Timing
File ] At touch up ]
Beep Settine
Frequency [Hz] oo 3 Sound Duration [ms] 55 %
MHame of the file to play
. File
C¥Users¥TESTY¥ Desktop¥Beepmway selection

Entry

Entry
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mTouch Sound and Resident function

If you intend to select either [Software] or [File] for touch sound, Resident function needs to be
enabled beforehand. If the resident function is disabled, the dialog below will appear at

registration.

Resident function

o Resident function needs to be enabled.

oK Cancel

After selecting [OK], Resident function will be enabled, and touch sound will be on.

Settings for Resident function can be configured on the [Tool Setting] screen as well.

#& Touch Screen Properties — X
Device Addition Version information
Driver version: 3.7.7.31
Basic Setting Product version: 1.16.8.3
C ight: DMC Co., Ltd
Touch Setting opyng o
Mouse Setting DMC c u "y Lt d []
Interface with Touch
Tool Setting
Setting
Resident function [] Enable
Exit

Refer to the section 11 [Tool Setting] in this document for more details.
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8.4. Right-click Setting

This setting screen will appear only if mouse input is available on the selected device.

= Touch Screen Properties -
Device Select  (USBED:2
Device Addition EVIEE SEEE
Basic Setting
Software Setting | Touch Input Setting | Right-click | Hardware Information | Gonfiguration File
Right-click
Toush Setting Method of risht-click
Dizabled W
Mouze Setting
Short << * Long
Tool Setting
Small << >» Large
Entry
Exit

® Method of right-click
eDisabled
No right-click input
®| ong touch
Touch and hold the finger down on the touch screen will cause right-click input

®2-point touch
Touch the touch screen with two fingers will cause right-click input.
*TSC controller is not supported.

Default: Disabled.

mRight-click detection time *This setting is available only if Method of right-click is Long touch.
Right-click will be caused if touch duration passes the specified time.

Default: [300]ms / shortest [100]ms / longest [1000]ms

mRight-click detection area  *This setting is available only if Method of right-click is Long touch.
If the touching finger moves (slides) greater than the specified area, right-click will not be caused.

Default: [300] / minimum[100] / maximum [10000]
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8.5. Hardware Setting

*Hardware setting will appear only if DUS controller is connected. There is no hardware setting for TSC
controller.

- Touch Screen Properties - =

Device Select (LUSED:4

<&

Software Setting | Touch Ihput Setting | Hardware Setting | Hardware Information | Gonfiguration File

Device Addition

Basic Setting

Touch Screen Maintenance
Touch Setting I HAY adjustment is needed, make an adjustment on the opened screen.

Mouze Setting

Tool Setting

Exit

e Touch Screen Maintenance (TPOffset)

You may make the maintenance on the driver or touch screen controller being selected.
Click the [Open] button.

Maintenance Tool Screen

1POtset verssaon 2460

,,,,,, 2 Femware Control -
Dvier e - 4 Niomaton

Don't touch the perwie.

Oev.ho. 0 vID QudWFA MDD w2002 Rarryg offbe! sdyateerntt and callyaten.,,

(oS [P [Den7 o [Devd
W | ni [l WA [N
WA NRT TR WA | TN

* The setting tool cannot be operated when the maintenance tool is open.

* The setting tool will end automatically.
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8.6. Hardware Information

- Touch Screen Properties - =

Device Select (LUSED:4

Software Setting | Touch hput Setting | Hardware Setting | Hardware Information | Configuration File

Device Addition

Basic Setting

‘erstion
Touch Setting |
Mouze Setting
Fequest
Tool Setting Statuz
Request

Exit

eVersion
You may check the version of the controller or touch screen driver being selected. Click the
[Request] button, then the controller version of the connected controller will be indicated.

eStatus
You may check the status of the driver or touch screen controller being selected. Click the

[Request] button, then the current status will be indicated.
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8.7. Configuration File

= Touch Screen Properties -

Device Select (LISBI4

Software Setting | Touch Input Setting | Hardware Setting | Hardware Information | Gonfiguration File

Device Addition

Basic Setting

Configuration File
Touch Setting

v Reeister
Addition and Deletion of Configuration File
Mouze Setting ) L
Open the folder for configuration files.
Move confieuration files into the folder or delete them from the folder. Open
Tool Settine Default Setting
Registration of default driver settinegs
The registered zettings will be default at driver inztallation. Resister Fecet
Exit

eConfiguration File
You may change the configuration file of the driver or touch screen controller being selected. Click
the [Register] button after selecting the configuration file.

[Touch.mfd] : for using touch output
[mouse.mfd] : for using mouse output

The default configuration file is [Touch.mfd].

Please choose [Mouse.mfd] when you use this on Windows XP.

eAddition and Deletion of the Configuration Files
The configuration files can be added or removed on Explorer of Windows. Click the [Open] button.

This is not usually used.
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eDefault Setting
The default settings at initial connection will be registered. The setting items for registering the
default values are as follows.

The registered settings will be used as the initial values at driver installation.

Software Setting [Inversion], [Rotation], [Touch Enabled], [Auto Rotation], [Calibrate]

Touch input Setting [Touch Input], [Touch Data Mode], [Lift-off Delay], [Touch Enabled], [Inversion]
Touch Sound [Touch Sound]

Configuration File [Configuration File]

Right-click Setting [Method of right-click], [Right-click detection time], [Right-click detection area]

Device Addition  [Monitor configuration]

If you wish to delete the registered settings, click [Reset.]

Note

Take note of the below if the default values are to be used under multi-monitor environment
Due to individual variability of monitors, calibration setting can be incorrect when default values

are used. In this case, perform calibration for each controller.
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9. Touch Setting

The screen below will appear only under Windows7 or above.

- Touch Screen Properties = B
Device dddition TabletPC Setting
Dpen the calibration setting screen,
) } Contigure each setting on the opened screen. Open
Bazic Setting
Pet and Touch
Touch Settire Open the touch-input setting screen.
Configure each =etting on the opened screen. ey

Mouze Setting

Tool Setting

Exit

m  Tablet PC Settings

Click [Open], then the Windows standard setting screen will open.

c Tablet PC Settings

Display | Other

Caonfigure

Configure your pen and touch
displays.

Display options

Display: 1. Mobile PC Display w
Details: Limited Touch Support
'@Qalibrate... Fy Reset...

Choose the arder in which your screen rotates.,
Go to Orientation

CK Cancel Apply

Display configuration and calibration can be performed.
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®  Pen and Touch

Click [Open], then the Windows standard setting screen will open.

/ Pen and Touch

Touch

Touch actions

Use your finger to interact with items on the screen. You can
adjust the settings for each touch action

Touch action Equivalent mouse action
Double-tap Double-didk
Press and hold Right-lick
Settings...
Touch feedback

Show visual feedback when touching the screen

0 Optimize visual feedback for projection to an external
monitar

Touch input adjustment and flick/gesturing touch operation setting can be performed.
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9.1. Touch Screen Configuration

If touch screen is to be used on Windows 7 or above, the following configuration will be
required.

1. Click [Open]in [TabletPC Setting].
TabletPC Setting

COpen the calibration zetting zcreen.

Confieure each setting on the opened screen.

2. Select [Setup] in [Configure].
Fen and Touch

Cpen the touch-input setting screen.

Caonfigure each zetting on the opened screen. | g |

3. Touch the touch screen on which the message below is appearing.

Tk Pus sarwen o <hardldy § ot e wahsoean

4. Repeat the procedure 3 above as many as number of the displays.
Once the setting above is completed, the cursor will become to appear on the monitors at

touch.
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10.Mouse Setting

- Touch Screen Properties - =
Device Addition Mouse Property
Open the mouze property screen
) } Contigure each setting on the opened screen. 2L
Basic Setting
Input Settines
) DoubleClick5peed
Tauch Setting
Short << »2> Lone
Mouze Setting DoubleClick Area
Small << > Large
Tool Setting
Exit

mMouse Property
Click [Open] to open the Windows standard mouse property screen.

> Mouse Properties n

82008 Fortms | Porter Opticos | Whes! | Hadwarn
Button corfiguration

QeAch pamary and secandiry tuione o
Select the check box to maks $7 button on the 5
aght the one you uim for prmery functions such N
0 slecing ad Segorg

Double chck speed
Double-chick he foder 1o test your seting I the
lokder does nat open or close, 1ty using  shower
settng.
Spred:  Sow Fout
CickLock

Jum on Odcklock

Enabies you 1o hghbght o g wihout holdng down the touse
tumon. To set ey press the mouse bution 7o reease chick the
mouse bution again

CcK Cancel

m|nput Settings
*Double-clickSpeed

Setting for interval of the time between 2 successive clicks to recognize double-click
*Double-clickArea

Setting for the area to recognize double-click (The area within which 2 successive clicks are

recognized as double-click)
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11.Tool Setting

Version information and setting will be indicated.

#& Touch Screen Properties — *
Device Addition Version information
Driver version: 3.7.7.31
Basic Seting Product version: 1.16.8.3
C ight: DMC Co., Ltd
Touch Setting opyng =
Mouse Setting DMC c n L ] Lt d [
Interface with Touch
Tool Setting
Setting
Resident function [] Enable
Exit

Version information of driver and the setting tool (Touch Screen Properties) can be checked.
mResident function
Some functions may require registration of resident function.
Configure enable/disable of the resident function in this screen if necessary
mResident function checkbox
[Checked]

Resident function will be enabled, and the function will be automatically performed at boot-up.

[Unchecked]

Resident function will be disabled.

*The resident function is disabled (unchecked) by default.
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Resident function
When resident function is enabled, the following functions can be enabled at each setting screen.

1.Touch Sound

If [Software] or [File] is selected at [Touch Sound] setting, the touch sound configured at the setting
will be played at touch.

->For how to configure the touch sound, refer to the section 8-2 [Touch Input Setting] in
this manual.

2.Auto Rotation Function

This function is for mouse operation only.

For touch operation, output coordinates will be automatically rotated by Windows. Do not enable
this function unless coordinates are not automatically rotated by Windows under an unusual

environment.

mNote
If display setting (extend/duplicate) is changed, [Monitor Configuration] at [Device Addition]

needs to be performed again. (Refer to the section 7-4 [Monitor Configuration] for details.
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